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Art. No.: UA0128

Features: 
» Compliant to USB 2.0, data transfer rate up to 480 Mbps
» Increase 4 more USB ports to your computer
» With individual On/Off switch for each USB port
» Equipped with over-current detection and protection
» LED indicator for activity
» With external power adapter (DC 5 V/2 A, 10 W)
» Hot plug and plug & play
» Supports Windows, Mac OS, Chrome OS and Linux

Providing 4 extra USB ports to your computer, with individual LED indicator and On/Off switch for each 
port. Safe and easy to use with stable external power supply.
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Package Contents:
» 1 x USB 2.0 4-Port Hub 
» 1 x Power Supply
» 1 x User Manual

Package Information: 
» Packing Dimension: 176 x 127.5 x 50 mm
» Packing Weight: 0.17 kg
» Carton Dimension: 530 x 520 x 220 mm
» Carton Q‘ty: 40 pcs
» Carton Weight: 7.08 kg

Specification of External Power Supply:

Input Voltage AC 230 V, 50/60 Hz, 0.4 A max. 

Output Power DC 5 V/2 A (10 W max.)

DC Plug 3.5 x 1.35 x 7 mm

Dimensions 60 x 27 x 72 mm

Cable Length 1.5 m

Weight 74 g

Specifications:

Connection 1 1x USB-A male + 1x DC jack

Connection 2 4x USB-A female

Data Transfer Rate Up to 480 Mbps

Power By External power adapter DC 5 V/2 A (10 W max.)

Standby Power Consumption 0.05 W

Hot Plug/Plug & Play Yes

ON/OFF Switch Yes

Protection Over-current

LED Indication Red LED

Housing Material ABS plastic

Color Black

Compatible Operating Systems Windows 7/8/10/11, Mac OS, Linux and Chrome OS

Operating Temperature -10–45 °C

Operating Humidity 40–60 % RH (no condensation)

Cable length 0.55 m

Dimensions 10.5 x 3.6 x 2.6 cm

Weight 76 g


